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QTY. TYPE.INDEX.S/No. REMARKS.LENGTH.

WINDOW SCHEDULE.

1. All dimensions are in millimeters unless otherwise stated.
2. All dimensions shall be confermed on site and any
    discrepancies thereof  shall be refered to architect before
    comencement of any works.
3. All dimensions must be read off and not scaled from the
    drawing.
4. p.v. to denote permanent ventilation and to be provided on all
   openings.
5. All structural works shall be subject to structural engineering
    details and site instructions
6. All pipes passing under driveway and uner buildings to be
 encased with 150mm thick concrete sorround.
7. D.P.M. to denote dump proof membrane and to be applied
    under the ground floor slab to manufacurers specification.
8. D.P.C. shall imply dump proof membrane and shall be applied
    uner all ground floor and parapet wall to manufactureres
    specifications.
9. Excavate all vegetable soil to a minimum depth of 350mm.
10. Reinforced concret class 20 to all stip  foundation footings
     and column bases to be subject to structural engineer's detail
     and depths to be determined on site.
11. All sanitary works to comply with M.O.H rules and
      regulations.The plumbind and foul drainage fittings to
      be subject to manufactures specification and architects
      approval.
12.Liquid waste pipes and soil pipes to be in ducts and p.v.c.
    to have bends with cleaning eyes accessible from external.
13. Windows tobe provided with precast cill, built in p.v,
     pelmetbox, timber board and burglar proofing all subject
      to architects approval.
14. Doors frames to be rebvated  and to be provided with
     architraves matching cornice and skirting .All subject to
      architect schedules.
15. All surface finishes to be subject to architects schedules in
      conjuction with the manufacturer's specification.
16. All fixtures and fittings shall be subject to architect's
     details and approval  before fixing.
17. Provide 300-mm pinth level from general ground level.
18. All walls shall be reinforced with hoop iron al alternate
     courses.
19. All elecrical works and telcom cabling and conduits shsll be
      done by registered persons
     and shall comply with by-laws in force.
20. Provide 1/2-hr fire resistance self closin doors to all external
      entrancies.
21. Provide 2x9-kg dry  powder all purpose fire extinguishers to
      all extrancies.
22. All works shall conform to the regulations of the National
        Enviromental Management Authority( N.E.M.A.)
      in force.

WIDTH.

DOOR  SCHEDULE.

GENERAL NOTES

4.

Project:

A:02

  K .KENNEDY

CONSULTANT

Feb , 2024

DateNo

1 .

A M E N D M E  N T S

Revision

PROPOSED SATELITE DISPENSARY
AT KAPDENING

PO BOX...
ELDAMA RAVINE

Signature:.............................

Approved by Architect...

A ................................

A

A

B

B

B

B

C

C

D

D

E

E

E

E

A

A
3,200 3,200 1,700 3,500

B

B

A

A

E

E

0606

B

B

A

A

D

D

C

C

0707

E

E

0505

0202

0101

0303

0404

0808

1,
50

0
20

0
2,

70
0

20
0

1,
30

0
20

0
1,

50
020

0
60

0
20

0
2,

20
0

20
0

2,
70

0
20

0
2,

70
0

20
0

1,
50

0
20

0
2,

70
0

20
0

3,
00

0
20

0
3,

00
0

20
0

2,
70

0
20

0
2,

70
0

20
0

16
,8

00

1,
50

0
2,

90
0

3,
20

0
80

0
2,

40
0

2,
90

0
2,

90
0

16
,8

00

1,
50

0
2,

90
0

3,
20

0
80

0
2,

40
0

2,
90

0
2,

90
0

3,200 3,200 1,700 3,500

3,200 3,200 1,700 3,500

11,800

11,800

Fall

Fall

Fall

Fall

Fall

Fall

Fall

Fall

E

E

E

E

D

D

C

C

B

B

B

B

A

A
3,500 1,700 3,200 3,200

A

A

01

01

02

02

03

03

04

04

05

05

06

06

07

07

08

08
1,500 2,900 3,200 800 2,400 2,900 2,900

08

08

07

07

06

06

05

05

04

04

03

03

02

02

01

01
2,900 2,900 2,400 800 3,200 2,900 1,500

2,900 2,900 2,400 800 3,200 2,900 1,500

2,
85

0
3,

10
0

2,
40

0
30

0
15

0
2,

40
0

30
0

40
0

2,
85

0
3,

10
0

2,
40

0
30

0
15

0
2,

40
0

30
0

40
0

WINDOW SCHEDULE;
Powder coated steel

casement windows to
schedule

ROOF NOTES
-Roof pitch 300 degrees

-G28 galvanised copper iron roofing cover
with

-50x100 mm treated softwood rafters,ties
and struts

-50x100 mm treated wallplate and tie beam
-50x50 mm celling brandering with

softboard celling
-25x250 mm caloured fascia board

WALLING
200mm thick machine dressed
masonry wall keyed horizontal
with vertical perpeds to Arch's

approval.

Excavated earth
back-filled and
compacted to

approval.

WINDOW SCHEDULE;
Powder coated steel

casement windows to
schedule

ROOF NOTES
-Roof pitch 300 degrees

-G28 galvanised copper iron roofing cover
with

-50x100 mm treated softwood rafters,ties
and struts

-50x100 mm treated wallplate and tie beam
-50x50 mm celling brandering with

softboard celling
-25x250 mm caloured fascia board

WALLING
200mm thick machine dressed
masonry wall keyed horizontal
with vertical perpeds to Arch's

approval.

Excavated earth
back-filled and
compacted to

approval.
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TYPE
CAPACITY
IN LITRES

NUMBER OF
PERSONS

DESLUDGING
INTERVAL
     (YEARS)

A
B
C
D
E

A B C D E F1 F2

DIMENSIONS IN MM

3000

6000
9000
12000
15000

10

20
30
40
50

2

2
2
2

2

800
800
800
800
800

1000
1400
1400
1600
1600

1000

1400
1400
1200
1200

3000
3600
3600
4000
4000

800
1400
1800
2000
2400

1200
1500
1500
1500
1500

1400
1400
1400
1300
1200

NOTES:

1. Cover slab to be reinforced with 10mm dia.bars at 100mm c/c. (conc. 20/20 mix 1:2:4)
2. Base slab to be concrete class Q mix 1:3:6
3.Outlet and inlet pipes to be 100mm dia. cast iron
4. Scum buffle to be 100mm thick reinforced with 2No.100mm at both ends conc. 80 (20)
5. Dividing walls to be 100mm thick conc. class 20(20) reiforced with weld mesh No. 65.

150MM BASE SLAB

600 X 450MM MH COVER

INVERT LEVEL OF
INCOMING DRAIN

150MM BASE SLAB

200MM MASONARY WITH
12MM RENDERING ON
BOTH SIDES

12MM WATER PROOFED
RENDERING

TO SUB SOIL
IRRIGATION
DRAIN

GL GL

SECTION  J-J scale 1:50

GL GL

SECTION K-K scale 1:50
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MAN-HOLE  LAYOUT  PLAN 1:50

150MM BASE SLAB

STEP IRON ST 300MM C /C

TOP OF CONC . BENCHING

150MM THICK CONC.
SLAB, 1:3:6 CLASS Q

MANHOLE COVER AND FRAME
TO BS 497 & BS 556

12MM RENDERING(MIX 1:1)

1200MM RC COVER
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TOTAL PLINTH AREA
147.55 M2
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Landscaped Area

ELEVATION -01
SCALE 1:100

ROOF PLAN LAYOUT

ELEVATION -03
SCALE 1:100

ELEVATION -02
SCALE 1:100

ELEVATION -04
SCALE 1:100

WINDOW SCHEDULE;
Powder coated steel

casement windows to
schedule

ROOF NOTES
-Roof pitch 300 degrees

-G28 galvanised copper iron roofing cover
with

-50x100 mm treated softwood rafters,ties
and struts

-50x100 mm treated wallplate and tie beam
-50x50 mm celling brandering with

softboard celling
-25x250 mm caloured fascia board

WALLING
200mm thick machine dressed
masonry wall keyed horizontal
with vertical perpeds to Arch's

approval.

Excavated earth
back-filled and
compacted to

approval.

WINDOW SCHEDULE;
Powder coated steel

casement windows to
schedule

ROOF NOTES
-Roof pitch 300 degrees

-G28 galvanised copper iron roofing cover
with

-50x100 mm treated softwood rafters,ties
and struts

-50x100 mm treated wallplate and tie beam
-50x50 mm celling brandering with

softboard celling
-25x250 mm caloured fascia board

WALLING
200mm thick machine dressed
masonry wall keyed horizontal
with vertical perpeds to Arch's

approval.

Excavated earth
back-filled and
compacted to

approval.

SECTION -XX
SCALE 1:100

SIT
E P

LAN

BLOCK PLAN

A

A

B

B

E

E

0606

  2 x 100 = 200

A

A

B

B

C

C

D

D

E

E

0101

0202

0303

0404

0505

0707

0808

11,600

200
1,600

200
1,200

200
2,400

200
2,100

200
3,300

200

3,500

16
,8

00

1,
50

0
20

0
2,

70
0

20
0

3,
00

0
20

0
3,

00
0

20
0

2,
70

0
20

0
2,

70
0

20
0

200
3,000

200
3,000

200
1,500

200
3,300

200

11,800

16
,8

00

20
0

1,
10

0
20

0
2,

70
0

20
0

1,
30

0
20

0
1,

50
020

0
60

0
20

0
2,

20
0

20
0

2,
70

0
20

0
2,

70
0

20
0

3,200 3,200 1,700 3,500

1,
50

0
2,

90
0

3,
20

0
80

0
2,

40
0

2,
90

0
2,

90
0

2,
80

0
2,

90
0

3,
20

0
80

0
2,

40
0

2,
90

0
2,

90
0

3,200 3,200 1,700 3,500

20
0

2,
70

0
20

0
3,

00
0

20
0

3,
00

0
20

0
2,

70
0

20
0

2,
70

0
20

0

200
1,600

200
1,200

200
2,400

200
2,100

200
3,300

200

200
3,000

200
1,500

200
3,300

200

S-
XX

E-01

E-
02

E-03
E-

04 CONSULTATION
ROOM

CONSULTATION
ROOM

Registry / Accounts
Office

PHARMACY

G
en

ts

LABORATORY

Cer. tiles ff

.
Cer. tiles ff

Cer. tiles ff

Cer. tiles ff

Cer. tiles ff

PASSAGE

PASSAGE

WAITING
AREA

RAMP

Lobby

Lobby

PV

PV

PV

PV

PV

PV

PV

PV

PV

PV

PV

Cer. tiles ff

INJECTION / DRESSING
ROOM

P
w

d

GROUND FLOOR PLAN
Scale 1:100

RAMP

R
A

M
P

R
A

M
P

L
A

N
D

IN
G

L
A

N
D

IN
G

L
A

N
D

IN
G

1,
10

0
20

0

1,300 1,300
5,800

4,400

4,
40

0

3,
20

0

1,
30

0

.

.

.

.

.

PV

L
ad

ie
s

urinal

.

.

.nurse station
Cer. tiles ff

M.C.H
ROOM

Cer. tiles ff

CHILD WELFARE
CLINIC

FIRST FLOOR PLAN
Scale 1:100

A

A

B

B

E

E

0606

A

A

B

B

C

C

D

D

E

E

0101

0202

0303

0404

0505

0707

0808

11,600

200
1,600

200
1,200

200
2,400

200
2,100

200
3,300

200

3,500

16
,8

00

1,
50

0
20

0
2,

70
0

20
0

3,
00

0
20

0
3,

00
0

20
0

2,
70

0
20

0
2,

70
0

20
0

200
3,000

200
3,000

200
1,500

200
3,300

200

11,800

16
,8

00

20
0

1,
10

0
20

0
2,

70
0

20
0

1,
30

0
20

0
1,

50
020

0
60

0
20

0
2,

20
0

20
0

2,
70

0
20

0
2,

70
0

20
0

3,200 3,200 1,700 3,500

1,
50

0
2,

90
0

3,
20

0
80

0
2,

40
0

2,
90

0
2,

90
0

2,
80

0
2,

90
0

3,
20

0
80

0
2,

40
0

2,
90

0
2,

90
0

3,200 3,200 1,700 3,500

20
0

2,
70

0
20

0
3,

00
0

20
0

3,
00

0
20

0
2,

70
0

20
0

2,
70

0
20

0

200
2,400

200
2,100

200
3,300

200

200
3,000

200
1,500

200
3,300

200

S-
XX

E-01

E-
02

E-03

E-
04

G
en

ts

Cer. tiles ff

.

Cer. tiles ff

PASSAGE

PASSAGE

WAITING
AREA

RAMP

Lobby

Lobby

PV

PV

PV

PV

PV

PV

PV

PV

PV

PV

PV

P
w

d

RAMP

R
A

M
P

R
A

M
P

L
A

N
D

IN
G

L
A

N
D

IN
G

L
A

N
D

IN
G

1,
10

0
20

0

1,300 1,300
5,800

4,400

4,
40

0

3,
20

0

1,
30

0

.

.

.

.

.

PV

L
ad

ie
s

urinal

.

.

CONSULTATION
ROOM

Cer. tiles ff

Cer. tiles ff

OBSERVATION
ROOM

STORE


