,,

e
==
(==

Tt
ELEVATION A
T of Il || || || | | | | . || || || | | | | ‘
|
| ) '
\ \
\ \
\ \
\ \
\ \
\ \
\ \
| l
R T ﬂ
:
\ \
\ \
\ \
\ \
\ \
\ \
\ \
\ \
\ \
\ l

R% PLAN

@'QD | |

ﬁTUO , 1,200 t 1,300
1l

|
(1,200 , 1300 , 1200, , 1300 , 1200 , 700
— o ]

A | —

ELEVATION B

ELEVATION C
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ROOF PITCH
300mm. Girth Gauge 28 22.5°
23° Prepainted Galvanised
Al Iron Ridge Cap )
ROOF PITCH s I~ Gauge 28 Prepainted GCI

Roofing Sheets 4200mm. Long

22.5° ‘ ~
2/150 x 50 tie beam \ on 75 x50 Timber Purlins.
100 x 50 struts S 7
100 x 50 wall plate
Ex. 250 x 25 fasia board >
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/ g 12mm. Thick Gypsum Ceiling J 200 x 250 Deep RC (1:2:4)Ring /"'“
O T i on 50 x 50 timber Brandering Beam Reinforced With 2D12 B

T at 600mm.¢/, T&B
D8 - 200 ¢/, ( Links )
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150mm. Thick 1:2:4 Concrete
Floor Slab Reinforced with
BRC A142 Mesh B
Top Cover 40mm. 12mm.
Terazzo Floor Finish
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GROUND/FOUNDATION FL.OOR PLAN

ELEVATION D

200mm. Thick Block Wall

12mm.Plaster and painted
Three courts ( colour to be
confirmed )

I =L
0 500 Gauge Polythene DPM ON 50mm.
600 x 200 Deep 1:2:4 - THICK MURRAM BLINDING ON
R.C. Strip Footing S RPPROVED WELL COMPACTED

3D10 AND D8 - 200°/, S bl MINIMUM 300mm. THICK HARDCORE
on 50mm. thick blinding FILLING

SECTION X - X

600 x 200 Deep 1:2:4

R.C. Strip Footing

3D10 AND D8 - 200°/,

on 50mm. thick blinding

NOTES:

1. All dimensions are in millimeters unless otherwise
stated

2. Dimensions are to be read and not to be scaled off
the drawing

3. Any discrepancy in dimensions to be reported to the
Architect.

4. Depth of the foundation to be determined on site.

5. All unsuitable soil to be removed from built up area.

6. PV Denotes permanent ventilation to be provided on
openings as shown on the drawing

7. DPC Denotes damp proof course to be provided on
walls as shown on the drawing

8. Drain pipes passing under buildings or Driveway to be
encased in 150mm.Dia. concrete surround.

9. Structural works to conform to Structural Engineers
specifications

10. 1.C. Denotes inspection chambers, to have
450x600mm - cast iron cover.

11. G.T. Denotes Gully Traps to be 200x200mm. with
metal cover

12. All Works to be carried out in accordance
with County Government regulations
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